
RS-TA92LD

1.75” TITANIUM SUPER BULLET TWEETER

OWNER’S MANUAL

RGBLED 
BUILT IN HORN

RS-TA92LD
1.75" TITANIUM SUPER BULLET TWEETER
TRANSPARENT POLYCARBONATE BODY AND BULLET
RGB LED BUILT IN BODY
1 METER RGB LED INPUT WIRE
16 OZ Y35 FERRITE MAGNET
CHROME PLATED TOP AND BACK PLATE
1.75" HIGH TEMPERATURE KAPTON VOICE COIL
300 WATTS RMS POWER
600 WATTS MAX POWER
IMPEDANCE 8 OHMS
SENSITIVITY 108 dB
FREQUENCY RESPONSE 2.5KHz - 20 KHz
CAPACITOR CROSSOVER INCLUDED
304 STAINLESS SCREW INCLUDED

SPL vs. FREQ

RS-TA92LD
1.75” TITANIUM SUPER BULLET TWEETER
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Specifications
Nominal Diameter 118mm
Nominal Impedance 8Ohms
RMS Power Handing 300 Watts
Maximum Power Handling 600 Watts
Sensitivity (1w/1m) 108dB
Frequency Response 2.5KHz - 20KHz
Recommended Hi Pass Crossover 3000Hz
Voice Coil Diameter 44.4mm (1.75")
Voice Coil Former Material Kapton
Winding Material CCAW
Frame Material Transparent Polycarbonate
Magnet Weight Ferrite 16oz

Measurements
Overall Diameter 118mm (4.65")
Front Mount Baffle Cutout 89mm (3.50")
Mounting Depth 72mm (2.83")
Overall Depth 78mm (3.07")
Net Weight 1.3 Kg

Shipping Info
Gross Single Unit Weight 1.4 Kg
Single Unit Box Diamensions W x L x H 14 x 12.6 x 87 cm
Quantity of Units in Master Carton 8 pieces
Gross Master Carton Weight 12 Kg
Master Carton Dimensions W x L x H 29.8x 27x 20.1 cm
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